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DESCRIPTION:

Coretrate Gold-S and Coretrate Gold-L react chemically with the calcium hydroxide which is produced naturally when cement or mortar paste cures into silicate hydrates.  Whenever there is not enough lime or alkali in the concrete to react with Gold-S or Gold-L, the solution is to first fill the capillaries inside the concrete with an alkaline substitute with which Gold-S or Gold-L can react.

pH TEST SURFACE:

Concrete floors require that a pH test be conducted prior to application of Coretrate sealer.  The concrete must have a pH reading of 10 or higher.  If the pH reading is not 10 or higher, an alkaline pre-wash treatment is required before the application of Coretrate Gold-S or Coretrate Gold-L.

PRECAUTIONS:

Protect vehicles, glass surfaces, plant life, aluminum, ceramics, glazed tile and wood from overspray. Remove overspray with water immediately.  Unprotected areas should be pre-wet with water and rinsed continuously. Eye protection, gloves and appropriate clothing should be worn to minimize skin contact.  CAN ETCH GLASS.  Remove immediately with water.


 Read Material Safety Data Sheet before use.

APPLICATION:

Spray apply Coretrate Pre-treatment. Do not flood the surface.  While surface is still damp, repeat the application two or three times to enable the solution to penetrate deeply into the open capillaries.  After surface is dry, pressure wash to thoroughly rinse off the surface and to remove all surface residue in order to prevent its reaction on the surface with the Coretrate Gold-S or Coretrate Gold-L.  

After the surface has dried, apply either Coretrate Gold-S or Coretrate Gold-L.

CLEAN UP: 

Rinse equipment with cold water.  Dispose of empty containers appropriately.

Disclaimer/Warranties: Neither manufacturer nor seller have any knowledge or control concerning the purchaser’s use of the product.  No expressed warranty is made by manufacturer or seller with respect to the results of any use of the product or container that the product comes in.  No implied warranties including, but not limited to, an implied warranty of merchantability or an implied warranty of fitness for a particular purpose are made with respect to the product. User shall rely on his or her own information and tests to be determine suitability of the product for the intended use and user assumes all risk and liability resulting from use of the product. Neither manufacturer nor seller assume any liability for personal injury, loss or damage resulting from the use of the product. We do not suggest or guarantee that any hazards listed herein are the only ones which may exist.  In event that the product shall prove defective, buyer’s exclusive remedy shall be that the seller or manufacturer shall, upon written request of buyer, replace any quantity of the product which is proven to be defective or shall, at its option, refund the purchase price of the product upon return of the product.  Manufacturer shall not be responsible for use of this product in a manner to infringe on any patent held by others.
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